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PRECLEANER

Just 8 ounces of dust can ruin an engine!

@ Heavy duty aluminium and
stainless steel construction.

e No spot welds; no plastic parts

e Lightweight

® Payback normally within manths

® Self cleaning and maintenance-
free, no dust bowl to clean out

@ Self powered (intake air driven)

® Easy installation, typically 5/10
minutes

e Fits virtually all machines

A Proven Product

Type approved by OEM’s and
Operaiors worldwide. Many
thousands of units in service.

Easy & Quick Installation

Since FT PRECLEANERS are self-
powered they do not require any
exterior connection to the exhaust
and thus eliminaie potential
problems with leaking or clogging of
the commeonly used flex hosing.

High Efficiency

FTPRECLEANERS are sized to work
through the entire speed range of an
engine and, therefore, are usually
about three times more efficient than
a properly working aspirated unit

Reduce annual air filter costs and
protect your engines

Removes up to 96% of airborne particles from engine
infake air before it reaches the filter, thus extending air
filter life by as much a six times, as well as providing
additional savings due fo a significant reduction in
engine wear and much improved performance.
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Engine intake air powers the FTPRECLEANER. Dirty incoming air is
drawn through the angled louvre plates which direct the intake air
to turn the stainless steel rotor which is mounted on dual precision
ground heavy duty bearings. The centrifugal force caused by the
spinning motion of the rotor separates the contaminants from the
air, throwing them to the inner perimeter of the cover, and expels
them through the discharge port. The clean dry ir is drawn into the
plenum chamber and thence the engine.
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Unit 303B, Dean Road, Avonmouth, Bristol BS11 8AT
Telephone: 0117 982 2206 Fax: 0117 938 2272

www.filtration-ltd.co.uk
e-mail: info@filtration-lid.co.uk







